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C D (TYP.)
W Tolerances 5%, 3%, 1%, .5%, .25%, .1%, .05%
W Resistance Range .001Q to 7.5KQ o
® Temperature Coefficient A0 to <1Q £ 90 PPM/C® N
05Q to <.10Q + 100 - 150 PPM/C® x« ™ “‘a\
| Temperature Range -55°C to +275°C e - \
m Dielectric Strength 1000 VRMS N
W Leads Tinned Copperweld S j\
m Meet or exceeds Mil-R-26, Characteristic U
m Wattage Ratings 1 & 2 Watt wc 100°C 00°C zee
Ambient Temp *C

Dimension Tolerance
A 475 +.010

PACIFIC RESISTOR CO.

B A15 +.010 Component Data Sheet
c 080 +010

o 24 ga. - SERIES 15A4T - AXIAL
E

4 TERMINAL RESISTOR
1 & 2 WATT - HIGH STABILITY

Pacific Resistor Company 18300 Oxnard Street Tarzana CA 91356 Cage Code: 06416 Phone: (800) 835-3355 Fax: (818) 345-7811
http://www.pacificresistor.com - sales@pacificresistor.com
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(TYP.)
m Tolerances 5%, 3%, 1%, .5%, .25%, .1%, .05%, .02%
m Resistance Range .001Q to 25KQ2 '
® Temperature Coefficient 1Q to <1Q + 90 PPM/C® " NG
05Q to <.1Q2 + 100 - 150 PPM/C® . N
m Temperature Range -55°C to +275°C o & i\
m Dielectric Strength 1000 VRMS N
W Leads Tinned Copperweld e j\
m Meet or exceeds Mil-R-26, Characteristic U
m Wattage Ratings 3 Watts »9 e e s
Ambient Temp °C

Dimension Size (In.) Tolerance

A .600 +.020

PACIFIC RESISTOR CO.

190 +.015 Component Data Sheet

125 +.010
20 ga. -
1

SERIES N1A4T - AXIAL
4 TERMINAL RESISTOR
3 WATTS-HIGH STABILITY

m oo m

Pacific Resistor Company 18300 Oxnard Street Tarzana CA 91356 Cage Code: 06416 Phone: (800) 835-3355 Fax: (818) 345-7811
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Tolerance 5%6.3%.1%. 5%, 25%. 1%,_05%. 02%
Resistance Range 0010 to 25kQ) Ohms
Temerature 1k0) < 10 £ 90 PPM/C or OO
Coefficient 050 to <.10Q £100-150 PPM/C Raf 1 75 B
Temperature Range -55C to =275C Pm:er Zg —
Diclectric Strength 1000 VRMS ™
Leads Tinned Copperweld 25C Ali%?ent Teztffpc Cejg 5C
Meets or Exceeds  Mil-R-26, Characteristic U .
Watts Rattings 3 Watt
‘ Dimension H Size (In.) || Tolerance |
‘ A H 570 ” +010 | PACIFIC RESISTOR CO.
‘ B H 190 ” L 010 | Component Data Sheet
| ¢ Ji2sstd ] - |
| D | 20ea || - | SERTES N1R4 - AXTAL/RADIAL
| E | 490 | +o10 | 4 TERMINAL RESISTOR
‘ E H 190 ” 1010 | 3 WATT - HIGH STABILITY
G | 1ssd | - |

Pacific Resistor Company 18300 Oxnard Street Tarzana CA 91356 Cage Code: 06416 Phone: (800) 835-3355 Fax: (818) 345-7811
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m Wattage Ratings

Dimension Size (In.)

5 Watt

Tolerance

A .960 +.010
B 312 +.010
C .200 +.010
D 18 ga. -

E 1.5

o

|

D (TYP.)
m Tolerances 5%, 3%, 1%, .5%, .25%, .1%, .05%
m Resistance Range 0012 to SOKQ
m Temperature Coefficient 1Q 10 <1Q + 90 PPM/C® i q

050 to <.1Q + 100 - 150 PPM/C* . \.\
m Temperature Range -55°C to +275°C .
m Dielectric Strength 1000 VRMS N
W Leads. Tinned Copperweld o N
m Meet or exceeds Mil-R-26, Characteristic U
2%C 100°C 200°C 215C

Ambient Temp *°C

PACIFIC RESISTOR CO.

Component Data Sheet

SERIES 5A4T - AXIAL
4 TERMINAL RESISTOR
5 WATT - HIGH STABILITY

Pacific Resistor Company

18300 Oxnard Street

Tarzana CA 91356 Cage Code: 06416 Phone: (800) 835-3355 Fax: (818) 345-7811
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W Tolerances

W Leads

Dimension

m Resistance Range
W Temperature Coefficient

® Temperature Range
® Dielectric Strength

m Meet or exceeds
m Wattage Ratings

Size (In.)

Tolerance

5%, 3%, 1%, .5%, .25%, .1%, .05%
.001Q2 to 50KQ

1Q to <1Q + 90 PPM/C®
05Qto <.1Q + 100 - 150 PPM/C®
-55°C to +275°C

1000 VRMS

Tinned Copperweld
Mil-R-26, Characteristic U
5 Watt

.300

A 1.000 +.015
B .300 +.010
C 1.75 min.
D 18 ga. -

E 900 +.015
F
=

*
e )
A D (TYP.)
B
e B
5 \\
= TS
2 \\
N

Ambient Temp *C

PACIFIC RESISTOR CO.

Component Dimensional Form

SERIES 5AR4 - AXIAL/RADIAL
4 TERMINAL RESISTOR
5 WATTS - HIGH STABILITY

Pacific Resistor Company

18300 Oxnard Street

Tarzana CA 91356
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m Tolerances

Dimension

m Resistance Range
m Temperature Coefficient

m Special Temp.Coefficients
m Temperature Range

m Dielectric Strength

m Leads
m Meet or exceeds
m Wattage Ratings

Size (In.)

5%, 3%, 1%, .5%, .25%, .1%, .05%,.02%
.001Q to 200KQ2

10Q and above + 20 PPM/C*

1Q to <10Q + 50 PPM/C®

1Q to <1Q + 90 PPM/C®

05Q to <.1Q + 100 - 150 PPM/C®
Available

-55° C to +275°C

1000 VRMS

Tinned Copperweld

Mil-R-26, Characteristic U

10 Watt

D (TYP.)

{i-

Tolerance

PACIFIC RESISTOR CO.

Component Data Sheet

A 1.680 +.062
B .350 +.031
Cc 100 +.031
D 18 ga. -

E 1.5

SERIES 10A4T - AXIAL
4 TERMINAL RESISTOR
10 WATT - HIGH STABILITY

Pacific Resistor Company
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U.S. export law as contained in the International Traffic in Arms Regulations (ITAR) is applicable to the information contained in this document.
This technical information is not to be placed in the public domain, exported from the U.S., or given to any foreign person in the U.S., without the
prior specific written authorization of Pacific Resistor Co. and the U.S. Department of State.

Pacific Resistor Co. Legal Disclaimer Notice
Notice

Specifications of the products referenced herein are subject to change without notice. Pacific Resistor Company, Inc., or anyone on its behallf,
assumes no responsibility or liability for any errors or inaccuracies.

Information contained herein is intended to provide a product description only. No license, express or implied, by estoppel or otherwise, to any
intellectual property rights is granted by this document. Except as provided in Pacific Resistor Company terms and conditions of sale for such
products, Pacific Resistor Company assumes no liability whatsoever, and disclaims any express or implied warranty, relating to sale and/or use of
Pacific Resistor Company products including liability or warranties relating to fitness for a particular purpose, merchantability, or infringement
of any patent, copyright, or other intellectual property right.

The products referenced herein are not designed for use in medical, life-saving, or life-sustaining applications. Customers using or selling these
products for use in such applications do so at their own risk and agree to fully indemnify Pacific Resistor Company for any damages resulting
from such improper use or sale.
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